Machine maintenance record (bandsaw)
	Machine:
	Bandsaw
	Location:
	
	Number:
	

	

	Maintenance guidelines

	· Check machine is securely fixed in position and all electrical connections, including conduits, are soundly made.

· Check and ensure safe and effective operation of all electrical systems including:

· direct online 0v starter

· key operated switch

· foot or knee operated stop switch

· any interlocked machine guards or cabinet plates.

· If the bandsaw is fitted with a mains electrical plug, it must be portable appliance testing (PAT) tested.

· Check and ensure machine run-down time is less than 10 seconds.

· Check with most recent Control of Substances Hazardous to Health (COSHH) report for any remedial work needed to ensure effective dust extraction.

· Check and adjust blade and wheel cover guards to prevent unauthorised access to moving parts – ensure either tool operated fixing or microswitch interlocks are fitted.

· Check condition of blade and report any damage to teacher or technician.

· Check and adjust upper and lower blade guide assemblies.

· Check, adjust position and ensure effective operation of blade thrust pad or bearing.

· Check, adjust or replace blade/table insert as necessary.

· Check, lubricate and adjust blade tracking mechanism.

· Check, lubricate and adjust blade tensioning mechanism.

· Clean resin build up from rim of upper and lower blade wheels.
· In all respects, the use of the bandsaw must comply with the Safe use of woodworking machinery: provision and use of work equipment regulations as applied to woodworking machinery – Approved Code of Practice and guidance, by Health and Safety Executive (HSE), ISBN: 978-0717616305.
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