Machine maintenance record (scroll saw)
	Machine:
	Scroll saw
	Location:
	
	Number:
	

	

	Maintenance guidelines

	· Check and ensure the machine is securely fixed in position.

· Check and ensure the electrical cable, conduit and connections are free from wear and tear or damage.

· Check and ensure all control switches are in good working order, in particular mushroom-headed stop switches and foot, knee or hip operated stop switches.

· Check and ensure direct online 0v electrical starter operates effectively.

· Check and ensure any floor mounted stop switches are cleaned to ensure any moving parts are not impeded with dust or debris.

· Check and ensure effective operation of the blade guard.

· Check and ensure all dust extraction hoses and connections are sound.

· Check and ensure electrical cable fitted to dust extraction unit is safely routed and secured.

· Check and ensure electrical connections, plug tops and cable fitted to dust extraction units are in good condition.

· Check and ensure scroll saws fitted with electrical plugs are portable appliance tested (PAT).

· Check and ensure dust extraction units are emptied regularly, as necessary.

· Check and ensure warning notices are clearly fixed to machine alerting users to always wear eye protection and secure loose fitting clothes.

· Check and ensure all other measures necessary to ensure compliance with the Provision and Use of Work Equipment Regulations (PUWER) 1998 are implemented.
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